Tricks to Help 
MOTORISTS 

THESE SUGGESTIONS FROM READERS 
MAY SAVE YOU TIME AND MONEY 

Test Tank Locates Fuel-Line Troubles 

Fuel-system troubles can be located that the carburetor is caus- 
easily with an auxiliary gasoline reservoir ing the trouble. If the motor 
consisting of a tin can and a length of cop- starts, the trouble is else- 
per tubing fitted with a gas-line coupling. where, and the can is then 
In use, the gasoline-filled can is connected connected to other parts of 
first to the carburetor in place of the regu- the fuel system until the 
lar line. If the motor fails to start, it shows trouble is found.—H. A. 



Testing a carburetor with an auxiliary fuel tank consist¬ 
ing of a tin can and a tube fitted with a gas-line coupler 



Automatic Seat Prop for Two-Door Sedans 

g To eliminate the bother of holding the 

front seat up when passengers are entering 

^ seat is raised^the prop automatically slides 


GRINDING PASTE 
IN ITS CAN^ 


ATTACH 
VACUUM 
CUP OF CAN 
TO A SMOOTH 
SPOT x 


SECTIONAL VIEW OF 
> GRINDING PASTE 2 

^^HQLDER^H 


Syringe Removes Dirt 
Worn Spark-Plug Bases 


Can With Suction Cup 
Holds Valve Compound 


AIR JET FROM 
RUBBER SYRINGE 
BLOWS DIRT 
AWAY FROM 
v SPARK-PLUG 
n\ s RECESS 


When surfacing valves, it is often dif¬ 
ficult to know what to do with the con¬ 
tainer of grinding compound. In the kink 
illustrated above, the can is provided with 
a suction cup that allows it to be fastened 
to any flat surface on the motor. The suc¬ 
tion cup can be mounted on the bottom of 
the can with a short bolt, or by means of a 
length of tubing or drill rod soldered in 
place.—A. H. W. 


How the prop holds the front seat up to allow 
easy access to the rear of a two-door sedan 


Water Drain Under Hood ^ e a a ™ a 
Protects Top of Motor p. e. v. 

On cars having center-hinge hoods, wa¬ 
ter is very likely to drip down over the 
motor during heavy rain storms. The spark 
plugs and ignition wires can be protected, 
however, by installing a V-shaped, sheet- 
metal trough to catch the water, as indi¬ 
cated at the left.—E. R. W. 


An ear syringe proves 
a handy cleaning tool 
for removing the dirt 
around spark plugs 


^^^5HEET-METAL GUTTER 
DRAINS OFF WATER THAT 
LEAKS THROUGH HOOD HIN6E /&, 


SOLDER- 


TO HORN- 
CONTROLi 
VALVE^ 


[| II MO INTAKE 
f BL MANIFOLD 


'CHECK VALVE 


V\6 COPPER TUBE 
(END CRIMPED) 


Windshield Wiper Shows Motor Efficiency 

Because most windshield wipers are 
operated by the vacuum created in the in- 

take manifold, they provide an excellent ~ & 

indication of just how efficiently the motor ^| m 

is operating. By watching them during 

rainy weather, and feeding the gasoline in ^ ^ * ' ' ' 

creased to a point where it materially af- 1 

fects the speed of the wiper.—W. T. M. " ^ 


WELD HALVES 
HERE 


CHECK VALVE 
IN SECTION 
(ENLARGED) 


OIL FILTER 
"SHELL 


Vacuum Tank for Horn 

After installing an inexpensive vacuum 
horn on my car recently, I found that it 
would not operate when the car was accel¬ 
erated. Deciding that a vacuum-storage 
tank was necessary, I made one from an oil- 
filter shell, with a compression connector 
and a ball bearing as a valve.—J. D. D. 
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